
Odu 309 Parts used with Liebherr/Bromma Cranes 
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Instruction about blowtorch soldering > 6mm² 

During heat=stress it can come to a damage on the contact-
elements on the insulating materials as well. (Limit tempera-
ture 120°C 

Remedy: Put the inserts into the water. (If possible, distilled 
water) 

Attention!  Warmed water at 35°C must be renewed. 
After the Solder process the connector has to be care-
fully dried 

Assembly of Receptacle 
1. Push stripped conductors through receptacle (1).
2. Solder conductors to contacts (2)
3. Either socket or pin Insert (3) into Receptacle (1):
important, Pin (1a)  must snap into groovet (3a)
4. With Socket Insert spacer ring (4) must be used.
5. Fasten threaded ring (5,6) with assembly tool.

Assembly of Plug 
1. Push cable clamp (14-23) and plug housing (12)
over Cable (13)
2. Connect ground strap (11) to ground cable (13)
3. Solder stripped conductors to contacts
4. Mount either pin over socket insert (10) into plug
housing (12), important: Pin (1a) must snap into
groovet (3a).
5. With pin Insert guide ring (9) on insert (10).
Watch out for keying!)
6. Fasten threaded ring (7,8) with assembly tool.
7. Connect cable clamp (14 to 23)

 Assembly Tool -  309.098.000.719.000 

Item No. Description Odu Part No's 
Receptacle Housing 

309.010.000.642.000 
2,3 Socket Insert 309.703.160.037.000 

4,5,6 
Spacer & Threaded 
Rings Included with Housing 

7,8,9 
Guide Ring & Threaded 
Rings Included with Plug 

10 Pin Insert 309.803.160.037.151 
12 Plug Housing 309.020.000.542.000 

14 to 
23 Cable Gland Clamp 026.642.178.298.000 

24 
Threaded Ring Assem-
bly Tool 309.098.000.719.000 

Clarke & Severn Electronics   Ph: +612 9482 1944   BUY NOW at www.cseonline.com.au 

Plug Housing Optional 309.020.000.642.000 
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2,3 
Optional Housing 

309.010.000.554.000 *All ODU 309 inserts 
fit these housings










